Bags.

plastics

textile

|Boxes.

fiberboard

plastics

wood

\Dividing partitions in
the outer packagings.

Boxes.

steel (4A)

aluminum (4B)

other metal (4N)

wood, natural, ordinary (4C1)
wood, natural, sift-proof walls
(4C2)

plywood (4D)

reconstituted wood (4F)
fiberboard (4G)

plastics, solid (4H2)

Drums.

steel (1A1 or 1A2)

aluminum (1B1 or 1B2)
other metal (IN1 or IN2
plywood (1D)

fiber (1G)

plastics (1H1 or 1H2)
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Dividing partitions
PARTICULAR PACKING REQUIREMENTS OR  |Bags. Boxes.
EXCEPTIONS: plastics steel (4A)
For UN 0059, 0439, 0440 and 0441, when the shaped [Boxes. aluminum (4B)
charges are packed singly, the conical cavity must fiberboard other metal (4N)
face downwards and the package marked with wood wood, natural, ordinary (4C1)
orientation markings meeting the requirements of Tubes. wood, natural, sift-proof walls
§172.312(a)(2) of this subchapter. When the shaped |[fiberboard (4C2)
charges are packed in pairs, the conical cavities must [metal plywood (4D)
face inwards to minimize the jetting effect in the event|plastics reconstituted wood (4F)
of accidental initiation Dividing partitions in fiberboard (4G)

the outer packagings. plastics, solid (4H2)

Drums.

steel (1A or 1A2).
aluminum (1B1 or 1B2).
other metal (IN1 or IN2)
plywood (1D)

fiber (1G).

plastics (1H1 or 1H2)
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